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SCT71405Q Series

REVISION HISTORY

NOTE: Page numbers for previous revisions may differ from page numbers in the current version.

Revision 1.0: Release to production(ESOP-8L package).

ort Media,

Voltage Marking Quantity
SCT71405A00QSTER Adjustable ESOP-8L 5A00Q 8 Tape & Reel, 4000
SCT71405F50BQSTER Fixed 5.0V ESOP-8L F50BQ 8 Tape & Reel, 4000
SCT71405F33BQSTER Fixed 3.3V ESOP-8L F33BQ 8 Tape & Reel, 4000
SCT71405F50Q0OWCR Fixed 5.0V TO252-4L 5F50Q 4 Tape & Reel, 2500
SCT71405F33Q0OWCR Fixed 3.3V TO252-4L 5F33Q 4 Tape & Reel, 2500
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PIN CONFIGURATION

vouTL[]: == 8| 1JFB VOUTL It ————_ , 8FINC
|
| | | |
NC[IT]2 IThermal | 7 [ T1PGDL NCCT]2 1Thermal| 7|-T1PGDL
| PAD | PAD |
GNDLCI]3 1 9 :GZEIPG GNDL[I]3 | 9 :6:EIPG
| |
[
vnes S sfen VINCT] 4 sFoen
————
SCT71405A00QSTER SCT71405FxxBQSTER

ESOP-8L Package ESOP-8L Package

GND GND
:.‘r Thermal \’,: :) Thermal \’,:
: PAD ; ; PAD :
RN R
VIN EN NC VOUT VIN PG EN VOUT
SCT71405FxxQOWCR SCT71405FxxAQOWCR

TO252-4L Package TO252-4L Package

PIN FUNCTIONS

PIN FUNCTION
NAIS ESOP-8L ESOP-8L
VOUT 1 1 Regulated output voltage pin.
NC 2 2,8 No connection.
GND 3 3 Ground reference pin.
VIN 4 4 Input voltage pin.
EN 5 5 Enable input pin.
PG 6 6 Power-good pin.
PGDL 7 7 Programmable Power-Good Delay Time.
Feedback Input for Output Adjustable
FB 8 — .
Version.
Connect the thermal pad to a large area
Thermal :
Pad 9 9 GND plane for improved thermal
performance.
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e TO252-4L TO252-4L HH TS
VOUT 4 4 Regulated output voltage pin.
NC 3 — No connection.
VIN 1 1 Input voltage pin.
EN 2 3 Enable input pin.
PG — 2 Power-good pin.
Thermal Connect the thermal p.ad to a large area
Pad 5 5 GND plane for improved thermal

performance.
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ESD RATINGS
PARAMETER DEFINITION ‘ MIN ‘ MAX ‘ UNIT
\%
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THERMAL INFORMATION

The value of Resaand Resc given in this table is only valid for comparison with other packages and cannot be used for design
purposes. Because they were simulated in accordance with JESD 51-7. They do not represent the performance obtained in an
actual application. For design information see Power Dissipation and Thermal Performance section.

The value of R sa_evm is the tested results based on our EVM, and is more useful for thermal design. Even if it still do not
represent the thermal performance of customer’'s PCB design, but it was a good starting point for thermal performance design.

The PCB information of our EVM: 4-layer, both the inner and outer layers are 10z Cu, 50mm x 30mm size.

The values given in this table are not a characteristic of package itself, but of many other system level characteristics such as
the design and layout of the printed circuit board (PCB), thermal pad size, and external environmental factors. The PCB board
is a heat sink that is soldered to the leads and thermal pad of the device. Changing the design or configuration of the PCB

board changes the efficiency of the heat sink and therefore the actual values of the below table.

PARAMETER (4-layer) THERMAL METRIC ESOP-8L UNIT
Reia Junction to ambient thermal resistance 52.18
Yot Junction-to-top characterization parameter 10.2
Yis Junction-to-board characterization parameter 16.58 °C/W
Reictop Junction to case thermal resistance 83.77
R Ja_Evm junction to ambient thermal resistance 33.21
PARAMETER (4-layer) THERMAL METRIC TO252-4L UNIT
Reia Junction to ambient thermal resistance 29.63
Wit Junction-to-top characterization parameter 6.54
Wis Junction-to-board characterization parameter 13.35 °C/IW
Reictop Junction to case thermal resistance 50.45
R sa_EVM junction to ambient thermal resistance 24.22

(1) Resais junction to ambient thermal resistance, based on JESD51-7.

(2) Reyc is junction to case thermal resistance, based on JESD51-7.

(3) R aevmis junction to ambient thermal resistance, which is tested on SCT EVM.
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ELECTRICAL CHARACTERISTICS
Vin=Vout+1V, Coutr=10uF, Ts= -40°C~125°C, typical value is tested under 25°C.

SYMBOL PARAMETER TEST CONDITION MIN TYP MAX  UNIT
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SYMBOL PARAMETER TEST CONDITION MIN TYP MAX | UNIT
Power Good
_ Vout/Voutomy,when Vout 0
VeG_R PG rising threshold percentage rising(ESOP-8L package) 92%
. Vout/Voutnowm),when Vout 0
Vec_F PG falling threshold percentage falling(ESOP-8L package) 86%
- Vout/Voutomy,when Vout o
VrG_R PG rising threshold percentage rising(TO252-4L package) 89%
. Vout/Voutnowmy,when Vout o
VpG_F PG falling threshold percentage falling(TO252-4L package) 89%
Vec_Low PG output low voltage PG sink 1mA 142 mV
Rrc PG pull down resistor Rpc=Vpc_Low/1IMA 142 Q
lpc_Lke PG leakage current PG=5V, Vour in regulation 0.2 UA
From Vout>0.92xVoutnom to PG
Td_rcr PG signal turn to high delay rising edge delay time(ESOP-8L 50 us
package)
From Vout<0.86xVoutnowm) to PG
Td_pcr PG signal turn to low delay falling edge delay time(ESOP-8L 20 us
package)
From Vout>0.89xVoutnowm to PG
Td_rcr PG signal turn to high delay rising edge delay time(TO252-4L 300 us
package)
From Vout<0.89xVoutnom) to PG
Td_rcrF PG signal turn to low delay falling edge delay time(TO252-4L 23 us
package)
lpGbL PGDL charging current 16 UA
VpGDL_R PGDL rising threshold 1.77 \Y,
VpGDL_F PGDL falling threshold 0.387 \Y,
Thermal Protection
Teo Thermal shutdown threshold®) Tj rising 175 °C
Hysteresis 12 °C

(1) The dropou

t voltage is defined as Vg
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SCT71405Q Series

TYPICAL CHARACTERISTICS

Figure 1. Quiescent Current vs Output Current Figure 2. Quiescent Current vs Input Voltage, No load

Figure 3. Quiescent Current vs Ambient Temperature
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TYPICAL CHARACTERISTICS (continued)
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Figure 9. Output Current Limit vs Ambient Temperature at Figure 10. Output Current Limit vs Ambient Temperature at
VIN<30V VIN=30V
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TYPICAL CHARACTERISTICS (continued)
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Figure 11. PSRR vs Frequency at lout=10mA, Cour=4.7uF
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Figure 12. PSRR vs Frequency at lout=100mA, Cout=4.7uF
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Figure 13. PSRR vs Frequency at lout=10mA, Cout=10uF
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Figure 14. PSRR vs Frequency at lout=100mA, Cout=10uF
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Figure 15. PSRR vs Frequency at lout=10mA, Cout=22uF

Figure 16. PSRR vs Frequency at lout=100mA, Cout=22uF
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FUNCTIONAL BLOCK DIAGRAM

VIN

EN[

L

Thermal Shutdown
& Current Limit

VIN
l [
(-
> VIN UVLO Regulator
>
& Enable Control
Bandgap VREF VFB
Ss
VREF_PG VFB -
Ss )
Soft-start - Power-Good I

Control Circuit

PGDL

Figure 17. Fixed Output Version Functional Block Diagram
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VIN
Thermal Shutdown
VIN & Current Limit
VIN UVLO Regulator I
—
EN > & Enable Control
VOUT
Bandgap VREF VFB FB
SS

VREF_PG VFB

[ PG
SS ) I
GND ‘ Soft-start L Power-Good

Control Circuit

-

PGDL

Figure 18. Adjustable Output Version Functional Block Diagram
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OPERATION

Overview

The SCT71405Q series products are 500mA wide input voltage range linear regulators with very low quiescent
current. These voltage regulators operate from 3V to 40V DC input voltage with supporting 45V transient input
voltage and consume 2.6uA quiescent current at no load.
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option.

Over Current Limit and Foldback Current Limit

The SCT71405Q series products has an internal current limit circuit that protects the regulator during transient high-
load current faults or shorting events. The current limit is 700mA when VIN<30V, but SCT71405Q supplies a fold-
back current limit 430mA when VIN>30V.

The output voltage is not regulated when the device is in current limit. When a current limit event occurs, the
regulator begins to heat up because of the increase in power dissipation. If thermal shutdown is triggered, the device
turns off. After the device cools down, the internal thermal shutdown circuit turns the device back on. If the output
current fault condition persists, the device cycles between current limit and thermal shutdown.

With the over current VIN_HIGH Control feature, the SCT71405Q series products would be more robust and safer
when over current faults and shorting events occur. But it also requires the maximum loading current should be
smaller than Isc during startup. The characteristic is shown in the following figure.

lout A

Isc_vincow

IS VINHIGH}— — — — — — — T—

I I
I I

OmA! } i » VIN
0 0

ov 30V 40v

Figure 20. Current Limit with Foldback Feature

Internal Soft-Start

The SCT71405Q series products integrates an internal soft-start circuit that ramps the reference voltage from zero
volts to 0.6V reference voltage in 1.5ms. If the EN pin is pulled below 1.27V, LDO will be shut off and the internal
soft-start resets. The soft-start also resets during shutdown due to thermal overloading.

Below figure shows the startup waveform at small output capacitor and large output capacitor. When output
capacitor is small, for example 10uF, the slope of VOUT is limit by soft-start. When output capacitor is large, for
example 100uF, the slope of VOUT is limited by current limit (Isc_vinow) at VIN<30V, and the slope of VOUT is
limited by current limit (Isc_vinnicn), when VIN> 30V.

In SCT71405Q series products, typical Tss is 1.5ms, and typical Isc_vinow is 700mA and typical Isc_vinnicH is 430mA,
could use the following formula for initial startup time calculation.

Tstart = max {<2UY0UT 7 3 (3)
Usc—Tioad)
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Figure 21. Soft-start Waveform vs Output Capacitor

Power-Good and Power-Good Delay

The power-good (PG) pin is an open-drain output and can be connected to any 5V or lower rail through an external
pull-up resistor. The PG output is high-impedance when VOUT is greater than the PG trip threshold (he following
text takes ESOP-8L package as an example, Vrc_r=92% X Voutnowm)). If VOUT drops below Vec F=86% X VouTnom),
the open-drain output turns on and pulls the PG output low. If output voltage monitoring is not needed, the PG pin
can be left floating or connected to GND.

The power-good delay time (Td_rcr) is defined as the time period from when Vour exceeds the PG trip threshold
voltage (Vrc_r) to when the PG output is high. This power-good delay time is set by an internal time, which is 220us
typical. The power-good deglitch time (Td_pcr) is defined as the time period from when Vour fall below the PG trip
threshold voltage (Vrc r) to when the PG output is low. This power-good deglitch time is set by an internal time,
which is 6.6us typical. This delay time can be programmed by adding a capacitor on PGDL. To select a capacitor

for PGDL, use the equation 4:

where:

e tpgpy is the desired delay time for PG rising.

CPGDL

e Ipgpy is the PGDL charging current.

4 VPGDL_R=1'77V'

To ensure proper operation of the power-good feature, maintain Vin> 3V (Vin_min). It allows connections of PG pin
to circuit with the same or different power supply voltage to the LDO’s VOUT level. Below are the connections

examples.

VIN

OFF
il

Ci

4VIN VOUT 1
5eN PG 6

3GND PGDLY

VouT

<
— Cour ¢

S RL

Co

VIN
Application

PGIN
CAN/MCU etc.
CTRL

Figure 22. PG Connected to LDO’s Ouput

_ tpgpL*IpGDL
VpGpL

(4)

o‘Ml— AVIN VOUT 1 U VY APaflﬂ
ON N ——CIN Cou‘[ (ﬂaog)
O_FFI_ 0 5N PG 6 "
VN Part2
——— 360 Peo7 R canmcu et
(o PGIN '
il !

Figure 23. PG Connected to the other Power Supply
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threshold) and output voltage is OV.

At the point 1, the VIN voltage reaches UVLO threshold level and LDO starts charging of output capacitor. VOUT
rising speed is defined by internal soft-start function.

At the point 2, the VOUT voltage reaches almost the VIN voltage as it rises faster and LDO gets into dropout region.
The difference between VIN and VOUT is the dropout voltage.

At the point 3, the VOUT reaches PG threshold (Vpc_r=92% X Voutnom)) and from this point LDO counts the power
good delay time (Td_pcr). After this delay, the PG pin rises to high level showing that VOUT is ok.

At the point 4, the VOUT reaches its nominal value (5.0V) as the VIN starts to be higher than (Voutnom + Voror)
and LDO gets into regulation region.

At the point 5, as the VIN voltage slow power down and LDO returns to dropout region again.

At the point 6, the VOUT drops below PG threshold (Vec_r=86% X Voutnom)) and LDO starts counting the power
good deglitch time (Td_pcr), which filters fast VOUT undershoots (caused for example by line/load transient
responses). After this delay, the PG output is shorted to 0 V level to highlight “power fail” state.

At the point 7, the VIN voltage is lower than input voltage UVLO threshold minus UVLO hysteresis level and LDO
goes into the shutdown state.

6V
éé/ 5V 2.6
1‘[]
2
1 PG

VIN VOUT

J o

0 > -

TdiPGR TdiPGF

Figure 24. Startup and Shutdown Example —SCT71405Q Series

Thermal Shutdown

This device incorporates a thermal shutdown (Tsp) circuit as a protection from overheating. For continuous normal
operation, the junction temperature should not exceed the Tsp trip point. The junction temperature exceeding the
Tsp trip point causes the output to turn off. When the junction temperature falls below the Tsp trip point minus thermal
shutdown hysteresis, the output turns on again.
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APPLICATION INFORMATION

Typical application 1:

VIN VIN VOUT VOUT o
=TI
-l R1

e | e
c1 | SCT714050 | R2

L—PGDL_ _ PG A

GND R3
T-

C2

Figure 25. SCT71405Q Typical Application Schematic

Design Parameters

Design Parameters Example Value

Input Voltage 12V Normal, 3V~40V

Output Voltage 5V Normal,1.25V~25V

Maximum Output Current 500mA

Output Capacitor Range (C») 3.3uF~220uF , recommends 10uF
Input Capacitor Range (Cy) >2.2uF , recommends 10uF
Pull-up resistor of power-good (R3) 10kQ~100kQ

Typical application 2:

Bypass Diode

N

Reverse Polarity Diode

o

A B VOUT
VIN o—” o VIN VOouT o
1

p— SCT71405Q _

== GND =

Figure 26. SCT71405Q Typical Application Schematic with Reverse Polarity Diode
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Design Parameters

Design Parameters Example Value

Input Voltage 12V Normal, 3V~40V

Output Voltage 5V Normal, 1.25V~25V

Maximum Output Current 500mA

Output Capacitor Range (Cour) 3.3uF~220uF , recommends 10uF
Input Capacitor Range (Cin) >2.2uF , recommends 10uF

In some applications, the VIN and the VOUT potential might be reversed, possibly resulting in circuit internal
damage or damage to the elements. For example, the accumulated charge in the output pin capacitor flowing
backward from the VOUT to the VIN when the VIN shorts to the GND. In order to minimize the damage in such
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Output Voltage

For adjustable output version the output voltage is set by an external resistor divider R1 and R2 in typical
application schematic. Recommended R2 resistance is 100KQ. Use equation 5 to calculate R1.

_ (Your _
R, = (VREF 1) * R, %)
where:

* Vrer is the feedback reference voltage, typical 1.25V

Table 1: Compensation Values for Typical Output Voltage/Capacitor Combinations

Vout/V COUT/uF Cf/pF R1/KQ R2/KQ COUT1/uF ESR/Q
(optional)
1.8 33 68 48.7 100 220 1
2.5 33 33 105 100 220 1
3.3 15 22 174 100 220 1
5 15 10 309 100 220 1
12 15 3.3 887 100 220 1

Input Capacitor and Output Capacitor

SCT recommends adding a 2.2uF or greater capacitor with a 0.1uF bypass capacitor in parallel at VIN pin to keep
the input voltage stable. Aluminum electrolytic capacitor or other capacitor with high capacitance is suggested for
the system power with large voltage spike. The voltage rating of the capacitors must be greater than the maximum
input voltage

To ensure loop stability, the SCT71405Q series products requires an output capacitor with a minimum effective
capacitance value of 3.3uF. And the series products could support output capacitor range from 3.3uF to 220uF and
with an ESR range between 0.001Q and 5Q. SCT recommends selecting a X5R- or X7R-type 4.7uF~10uF ceramic
capacitor with low ESR over temperature range to improve the load transient response.

When using large output capacitor with higher ESR resistor, for example 100uF output electrolytic capacitor with
1Q ESR resistor in the application, SCT recommends adding extra 10uF low ESR output capacitor parallel
connection with the large electrolytic capacitor, this will eliminate the undershoot/overshoot voltage caused by the
large ESR resistor and get better load transient performance.
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COUTUF

Stable

but with Poor
| Dhoara Marsio_ _

i o R e

COUT+10uF low ESR

Figure 28. SCT71405Q Stability VS Output Capacitor
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Power Dissipation and Thermal Performance

Power dissipation caused by voltage drop across the LDO and by the output current flowing through the device
needs to be dissipated out from the chip. The maximum junction temperature is dependent on power dissipation,
package, the PCB layout, number of used Cu layers, Cu layer thickness and the ambient temperature.

During normal operation, LDO junction temperature should not exceed 150°C, or else it may result in deterioration
of the properties of the chip. Using below equations to calculate the power dissipation and estimate the junction
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THERMAL CHARACTERISTICS
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Figure 29. Maximum Output Current vs Input Voltage, Figure 30. Maximum Output Current vs Input Voltage,
VOUT=5V of ESOP-8L Ty < TSD_R(4-layer EVM) VOUT=5V of TO252-4L ,TJ < TSD_R(4-layer EVM)
Figure 31. Maximum Output Current vs Input Voltage, Figure 32. Maximum Allowed Power Dissipation vs Ambient
ESOP-8L,TJ <125 (4-layer EVM) Temperature, ESOP-8L,TJ <125 (4-layer EVM)
Figure 33. Maximum Output Current vs Input Voltage, Figure 34. Maximum Allowed Power Dissipation vs Ambient
TO252-4L,TJ <125 (4-layer EVM) Temperature, TO252-4L,TJ <125 (4-layer EVM)
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Application Waveforms

Vin=Vout +1V, unless otherwise noted
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Figure 35. Power up (lload=10mA)

Figure 36. Power down (lload=10mA)
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Figure 37. Slow Power up (lload=10mA) Figure 38. Slow Power down (lload=10mA)
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Figure 39. DC-DC Load Transient

(50mA-450mA),VOUT=5V

Figure 40. DC-DC Load Transient

(130mA-370mA),Vout=5V
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Application Waveforms(Continued)

Vin=Vout +1V, unless otherwise noted
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Figure 41. Enable (lload=10mA) Figure 42. Disable (lload=10mA)
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Figure 43. Enter Over Current Protection (lload=1A) Figure 44. Exit Over Current Protection (lload=1A)
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Figure 45. Enter Over Temperature Protection(Vin=24V) Figure 46. Exit Over Temperature Protection(Vin=24V)
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Layout Guideline

Proper PCB layout is a critical for SCT71405Q’s stability, transient performance and good regulation characteristics.
For better results, follow these guidelines as below:

1.
2.

3.
4.

o

Both input capacitors and output capacitors must be placed as close to the device pins as possible.

It is recommended to bypass the input pin to ground with a 0.1pF bypass capacitor. The loop area formed by
the bypass capacitor connection, Vin pin and the GND pin of the system must be as small as possible.

It is recommended to use wide trace lengths or thick copper weight to minimize IXR drop and heat dissipation.
To improve the thermal performance of the device, and maximize the current output at high ambient temperature,

SCT recommends spreading the copper under the thermal pad as far as possible and placing enough thermal
vias on the copper under the thermal pad.

If using large electrolytic capacitor with high ESR resistor, SCT recommends adding a 10uF low ESR capacitor
parallel connection with the large electrolytic capacitor.

Figure 47. PCB Layout Example Figure 48. PCB Layout Example

SCT71405A00QSTER SCT71405FxxBQSTER

Figure 49. PCB Layout Example Figure 50. PCB Layout Example
SCT71405FxxQOWCR SCT71405FxXxAQOWCR
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PACKAGE INFORMATION
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DETAIL "A”

:

ESOP-8L Package Outline Dimensions

NOTE:

Drawing proposed to be made a JEDEC package outline MO-220 variation.

Drawing not to scale.

All linear dimensions are in millimeters.

Thermal pad shall be soldered on the board.

Dimensions of exposed pad on bottom of package do not include mold flash.

Contact PCB board fabrication for minimum solder mask web tolerances between the pins.
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PACKAGE INFORMATION

PACKAGE OUTLINE DRAWING FOR TO252-4L
POD-0040 Revision 0.0
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RECOMMENDED LAND PATTERMN SIDE VIEW
NOTE:
ILLIMETERS. 1) ALL DIMENSIONS ARE IN M
OT INCLUDE MOLD FLASH, PROTRUSIONS OR GATE BURRS. 2) PACKAGE LENGTH DOES N
T INCLUDE INTERLEAD FLASH OR PROTRUSIONS. 3) PACKAGE WIDTH DOES NO

EDEC TO-252. 4) DRAWING CONFORMS TO J
H 5) DRAWING IS NOT TO SCALI

TO252-4L Package Outline Dimensions

NOTE:

7. Drawing proposed to be made a JEDEC package outline MO-220 variation.

8. Drawing not to scale.

9. Alllinear dimensions are in millimeters.

10. Thermal pad shall be soldered on the board.

11. Dimensions of exposed pad on bottom of package do not include mold flash.

Contact PCB board fabrication for minimum solder mask web tolerances between the pins.
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TAPE AND REEL INFORMATION
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NOTICE: The information in this document is subject to change without notice. Users should warrant and guarantee the third
party Intellectual Property rights are not infringed upon when integrating Silicon Content Technology (SCT) products into any

application. SCT will not assume any legal responsibility for any said applications.
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TAPE AND REEL INFORMATION

NOTICE: The information in this document is subject to change without notice. Users should warrant and guarantee the third
party Intellectual Property rights are not infringed upon when integrating Silicon Content Technology (SCT) products into any
application. SCT will not assume any legal responsibility for any said applications.
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